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2000 SERIES – CUBICLE CURTAIN TRACK 

 

 

 
 
 
 
 

TRACK 
 
Extruded aluminum 1-1/8” 
wide x ¾” high entirely 
enclosed track except slot in 
bottom. Stocked in 
14’,17’,20’,24’ lengths.   
 
 
No. 2001 – Mill finish.  

 

 
 
 
 
 

CARRIER 
 
Nylon swivel eye carrier 
engeneered for quiet, 
effortless movement. 
 
 
 
 
No. 2005 

 

 
 
 
 
 

REMOVABLE END STOP 
   

Track end stop used to stop 
2005 carriers from gliding 
off end of track. Complete 
with pull out tab designed 
for adding or changing 
carriers.  
 
No. 2007 

 

 
 
 
 
 

SUSPENSION TUBING  
 
Anodized aluminum square 
tubing used for rigidly 
suspending #2001 tracks. 
 
 
 
 
No.  2011 

 
 

 
 
 
 

CEILING BRACKET 
 
Attaches to top end of 
suspension tubing and 
anchors to ceiling. 
 
 
 
 
No. 2013 

 
 

 
 
 
 

TRACK BRACKET 
 
Attaches to bottom end of 
suspension tubing and 2001 
track. 
 
 
 
 
No. 2014 

 
 

 
 
 
 

END STOP 
 
Track end stop used to stop 
2005 carriers from gliding 
off end of track. 
 
 
 
 
No. 2015 

 
 

 
 
 
 

RADIUS CONNECTOR  
SLEEVE 

Connects straight track to 
curved section of adjoining 
tracks. Does not allow 2005 
carriers to travel from one track 
to another. 
  
 
No. 2018 
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PVC DROP  
 
18” PVC drop attaches to 
2005 to drop top of   curtain 
18” to allow light and airflow 
through the room.  
 
 
 
 
No. 2021 

 
 

 
 
 
 
 

WALL BRACKET 
 

To be used in place of 2007 
and 2015 end stop on 
suspended tracks. Wall 
bracket mounts track to 
wall. 
 
 
 
No.  2042 

 
 

 
 
 
 
 

SPLICE 
 
Anodized aluminum 4” long. 
Correctly aligns sections of 
2001 track for smooth 
operation. 
 
 
 
 
No. 2055 

 

GENERAL SPECIFICATIONS 

2000 SERIES LIGHT DUTY CEILING MOUNTED CUBICLE CURTAIN TRACK 

Provide Model 2000 ceiling mounted curtain track as manufactured by QSD Inc, Edmonton, AB. 

Track shall be a 29mm (1-1/8") wide x 19mm (3/4”) high channel, with a continuous slot in the bottom, extruded from 6063-
T5 aluminum with mill finish. Provide unspliced in lengths up to 7320mm (24').   

Fasten track directly to underside of ceiling through top flange of the track. Fasteners should be spaced maximum 1200 mm 
(48”) on centre.  Install one fixed end stop and one removable end stop per track.   

Provide single carriers, constructed of two nylon wheels with swivel eye carrier and hook for attachment of curtain.  Carriers 
to be spaced on 150 mm (6") centers. 

 

2000 SERIES LIGHT DUTY SUSPENDED CUBICLE CURTAIN TRACK 

Provide Model 2000 suspended curtain track  

Track shall be a 29mm (1-1/8") wide x 19mm (3/4”) high channel, with a continuous slot in the bottom, extruded from 6063-
T5 aluminum with mill finish. Provide un-spliced in lengths up to 7320mm (24').   

Fasten ceiling brackets to the underside of ceiling at a maximum spacing of 1200 mm (48”) on centre. Provide suspension 
tubing at each bracket at a length to bring track to ____________________ mm above finished floor.  Where tracks butt to 
wall install one wall bracket. Where track butts to an adjacent track, connect using radius connector sleeve.   

Provide single carriers, constructed of two nylon wheels with swivel eye carrier and hook for attachment of curtain.  Carriers 
to be spaced on 150 mm (6") centers. 
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