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ARM

Technical details

Input voltage - Amps

DISTRIBUTION

100-120Vac 50/60Hz - 6.0 A
200-240Vac 50/60Hz - 4.8 A
5x24VDC-10A

Motor connections 5 DC power + 5 Dry contacts
Working temperature -30°C /+70°C

Protection fuse 40A
Dimensions 305x 210 x 120 mm

Output Voltage

CONTROL AND POWER
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ARMS5 CONTROL AND POWER DISTRIBUTION
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Power/Control Cable
(supplied w/motor)
L=1500 mm

6x24 AWG

16 AWG*

6 Conductors
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DRY CONTACT SINGLE
MOTOR COMMAND

16 AWG*
4 Conductors

* The longer the wiring,
the larger the AWG style
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POWER SUPPLY

® = Neutral | 100-240VAC / 50-60Hz

p
MOTOR CONNECTION TYPES

Phoenix Style Terminal Strip

Phoenix contact Radio Shack
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cable must be.

Al FRASERSHADING

DRY CONTACT
GROUP COMMAND

16 AWG*
4 Conductors

CONNECTION TO FURTHER
ARMS5 DISTRIBUTION PANEL/S
FOR A DAISY-CHAINED SYSTEM

P:604.881.4881 F: 604.881.4882






