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Thank you for purchasing the Solar Charger accessory. This add-on power supply captures 
solar energy that charges and extends the operational life of a rechargeable battery for 
window coverings. The Solar Charger reduces or eliminates manual battery recharging. 

We recommend reviewing this document before Solar Charger installation.

NOTE:  Elimination of manual battery recharging is based on solar charger access to sunlight 
and shade use.
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Components
The following components are included:

	■ One Solar Charger

	■ One 15" Solar Charging Cable (with cable management) 

	■ Two Flush Window Mounts

	■ Two 3/4" Tall Window Mounts

	■ One Jamb Bracket Mount  
(with bracket adhesive strip and two optional screws) 
 
 

	■ Two spare adhesive strips for window glass mounts

	■ One alcohol wipe

Internal Rechargeable Battery (IRB) Component
Solar Chargers purchased for use with a window covering  
equipped with an IRB require the additional purchase of a  
Solar Adapter Cable (sold and packaged separately). 

Tools Needed
	■ Measuring tape and pencil

	■ If installing the jamb bracket using the provided screws:

	➤ #2 Phillips drill bit 

	➤ Power drill and 3⁄32" drill
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GETTING STARTED

Solar Charger Preinstallation Considerations
Prior to installation, consider the intended use, charger dimensions, cable measurements, and 
mounting requirements of the Solar Charger.

Intended Use

	■ The Solar Charger is intended for use with a single shade. It cannot power multiple shades 
or shades daisy-chained together.

	■ The Solar Charger is designed to work in low-light conditions and in each cardinal 
direction. However, performance varies based on window light conditions and window 
covering size.

Charger Dimensions and Cable Measurements

	■ Charger dimensions: 14" by 2-3/4"

	➤ With flush window mounts: 14" long, 2-3/4" tall, and ¾" deep

	➤ With tall window mounts: 14" long, 2-3/4" tall, and 1-3/8" deep

	■ Charging Cable: 15" in length (included)

	■ Solar Adapter Cable: 8" in length (sold separately)

NOTE: The Solar Adapter Cable is required for internal rechargeable battery  
window coverings.
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Mounting

The Solar Charger can be installed either directly on the glass (using flush or tall window 
mounts) or using the jamb bracket. 

	■ Consider the charger’s total thickness/depth and clearance from window covering, when 
mounting directly to the glass. 

	■ Charger thickness: ¾"with or without Flush mounts, 13⁄8" with tall mounts

	■ Additional mounting considerations:

	➤ Mount the Solar Charger in the top right corner of the window to allow easy access to 
the battery charging port and minimize visibility.

	➤ Be aware of obstructions that block or obscure sunlight to the charger.

IMPORTANT:  Before using the adhesive to mount the Solar Charger, use an alcohol wipe 
(included) to thoroughly clean the glass or painted surface. To ensure proper adhesion, 
make sure the mounting surface is dry before installation. 

Flush Window Mounts

	■ Flush window mounts are used to attach the charger flush to the glass. A flush mount is 
recommended for optimal performance.

Tall Window Mounts

	■ Tall window mounts allow ¾" for clearance between the charger and the glass. They are 
used for managing window features, such as muntins.

NOTE:  Muntins are decorative strips of plastic or wood applied in a grid over the glass.

Jamb Bracket Mount

	■ Use the jamb bracket mount to mount the charger to the top of the window jamb. The 
bracket mount adheres to the window jamb using the 3M adhesive strip (included) or jamb 
bracket mount screws (included). DR

AF
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Installation Options
There are two options for installing the Solar Charger:

	■ Window Glass Installation (see below)

	■ Jamb Bracket Mount Installation (see page 8) 

Installing the Solar Charger

Window Glass Installation

Preparation

1.	Remove the Solar Charger from the protective plastic covering.

2.	Depending on the window's construction, choose the window  
mount size. 

	➤ Use the smaller, flush mounts for a flush application. 

	➤ Use the tall mounts when additional clearance is needed for 
window features (such as muntins). 

NOTE: For optimal charging results, use the flush mounts if possible.

Installation

1.	Attach the window mounts to the notched detents at each end of the charger's face and 
snap them into place.

2.	Attach the charging cable to the Solar Charger.

	➤ For External Rechargeable Battery Wand: Attach the 
female barrel connector of the included Solar Charging 
Cable to the male end of the Solar Charger port.

	➤ For Internal Rechargeable Battery: Attach the female barrel 
connector of the Solar Adapter Cable to the male end of 
the Solar Charger port. 

NOTE: If additional length is needed to reach the Internal Rechargeable Battery, use 
the Solar Charging Cable (included) as an extension between the Solar Charger and 
the female end of the Solar Adapter Cable (shown below).

DR
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Optimal Solar Charger Placement Considerations

	■ Ensure that charger and cable placement does not interfere with window  
covering operation.

	■ Confirm that charging cable(s) length and charger placement are adequate for connecting 
to the charging port on the battery or window covering.

	■ Position the charger to eliminate or minimize obstructions blocking or obscuring sunlight 
from the charger.

	■ Place the charger discretely behind the window covering.

Mount the Solar Charger

IMPORTANT:  Before using the adhesive to mount the Solar Charger, use an alcohol wipe 
(included) to thoroughly clean the glass or painted surface. To ensure proper adhesion, make 
sure the mounting surface is dry before installation. 

1.	Peel the protective covering off of the window mount adhesive. 
 
 
 
 

2.	Adhere the Solar Charger to the glass.

	➤ Attach the charger by firmly pressing the  
adhesive brackets to the glass, while attached to the 
charger housing. 

	➤ Maintain pressure for a minimum of 15 seconds.

For External Rechargeable Battery Wand or Internal Rechargeable Battery, 
proceed to page 8. DR

AF
T
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For External Rechargeable Battery Wand

1.	Connect the remaining end of the Solar Charging Cable to the charging port on your 
rechargeable battery wand. 

2.	Use the adhesive tabs to manage the charging cable length, and to secure and prevent 
excess cable from interfering with shade operation.

3.	If necessary, adjust the window covering's top limit to ensure the charger is not visible from 
the interior window view. 

For Internal Rechargeable Battery Wand

1.	Connect the magnetic end of the Solar Adapter Cable to the  
charging port of the window covering.  

2.	Use the adhesive tabs to manage the charging cable length,  
and to secure and prevent excess cable from interfering with  
shade operation.

NOTE: The adhesive tabs should be used to obscure or minimize 
view of the cable. Use the tabs to secure excess cable to window 
covering areas including the:

	➤ Back of the window treatment's headrail (see photo)

	➤ Wall above the window treatment

	➤ Solar Charger body

	➤ Window glass

3.	If necessary, adjust the window covering's top limit to ensure the charger is not visible from 
the interior window view. 

NOTE: For fascia installations, the Solar Adapter Cable can be used in place of the fascia 
adapter; connect it to the window treatment's charging port (hidden beneath the panel cover).
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Jamb Bracket Mount Installation

Optimal Solar Charger Placement 

	■ Remove the Solar Charger from the protective plastic covering.

	■ Ensure that charger placement does not interfere with window covering operation.

	■ Confirm that charging cable(s) length and the bracket mount placement are adequate for 
connecting to the charging port on the battery or window covering. 

	■ For best performance, mount the charger as close to the window as possible and low 
enough that it is not covered by the window frame or other features. 

Mount the Solar Charger

1.	Mount the bracket to the top of the window jamb using either the included screws or 
adhesive pad.

NOTE: Depending on the window jamb material, use either the supplied screws or adhesive 
topper to attach the Jamb Bracket Mount to the top of the window jamb.

2.	Attach the charging cable to the Solar Charger:

	➤ For External Rechargeable Battery Wand: Attach the 
female barrel connector of the included Solar Charging 
Cable to the male end of the Solar Charger port.

	➤ For Internal Rechargeable Battery: Attach the female 
barrel connector of the Solar Adapter Cable to the male 
end of the Solar Charger port. 

NOTE: If additional length is needed to reach the Internal Rechargeable Battery, use the Solar 
Charging Cable (included) as an extension between the Solar Charger and the female end of 
the Solar Adapter Cable (shown below).
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3.	Using the small opening on the top of the charger, slide the Solar Charger onto the mounted 
bracket and adjust the height as needed. 

NOTE: The lower tab of the Jamb Bracket Mount may need to be broken off for a higher 
charger mounting position.
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For External Rechargeable Battery Wand 

1.	Connect the remaining end of the Solar Charging Cable to the charging port on your 
rechargeable battery wand. 

2.	Use the adhesive tabs to manage the charging cable length, and to secure and prevent 
excess cable from interfering with shade operation.

For Internal Rechargeable Battery Wand

1.	Connect the magnetic end of the Solar Adapter Cable to the  
charging port of the window covering.  

2.	Use the adhesive tabs to manage the charging cable length,  
and to secure and prevent excess cable from interfering with  
shade operation.

NOTE: The adhesive tabs should be used to obscure or minimize 
view of the cable. Use the tabs to secure excess cable to window 
covering areas including the:

	➤ Back of the window treatment's headrail (see photo)

	➤ Wall above the window treatment

	➤ Solar Charger body

	➤ Window glass

3.	If necessary, adjust the window covering's top limit to ensure the charger is not visible from 
the interior window view. 

NOTE: For fascia installations, the Solar Adapter Cable can be used in place of the fascia 
adapter; connect it to the window treatment's charging port (hidden beneath the panel cover).


	Getting Started
	Components
	Internal Rechargeable Battery (IRB) Component
	Tools Needed
	Solar Charger Preinstallation Considerations

	Installation
	Installation Options
	Installing the Solar Charger




