
Window Covering 
Power Supplies



1   Fabric 2   Drive 3   Power 4   Controls

All 120 V Plug-in J-box Panel*

Sivoia® QS l l l

Sivoia QS  
Wireless

l l l

Powers number  
of shades

1+1 keypad 1+1 keypad
10 + up to  
10 keypads

Peak current 
consumption

1.2 A 1.2 A 10 A per panel

Dimensions

Width: 2.75 in (70 mm)

Length: 4 in. (102 mm)

Depth: 1.2 in. (31 mm)

Width: 4.10 in. (104 mm)

Length: 4.3 in. (109 mm)

Depth: 1.40 in. (36 mm)

Width: 10.4 in. (264 mm)

Length: 17.5 in. (445 mm)

Depth: 4.2 in. (106 mm)

Wiring distance
12 AWG 250 ft. 250 ft. 500 ft.

16 AWG 100 ft. 100 ft. 200 ft.

18 AWG 50 ft. 50 ft. 125 ft.

l = Available

Power options for roller shades

*	 Panel shown is QS Smart Panel (QSPS-10PNL)  
Maximum of one panel per 15 A circuit, two panels per 20 A circuit.



Wiring diagrams

†	 For more information, refer to the QS Link Power Draw Unit Specification Submittal (P/N 369405)
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Sivoia® QS Individual Power Supply QSPS-1-35V Sivoia QS Smart Panel QSPS-10PNL

Sivoia QS Individual Power Supply QSPS-1-35V

Serena® & Sivoia QS Triathlon® Battery Power Serena® & Sivoia QS Triathlon® 12 V Wired

Sivoia QS Smart Panel QSPSY-10PNL
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