
Coconut

Coral

Rattan

Toast

Toffee

Walnut

Wheat

Stock Widths

Openness Factor

Composition

Thickness

Weight

Fire Rating

Cleaning Instructions

Spline

Railroaded

72”/96”

10%

31% Polyester
69% Vinyl on Polyester

.039”

17.2  oz/sq yrd

NFPA 101 Class A
CA Tech Bulliten 117
	
	 Contact Manufacturer

	 Yes

	 Not Recommended

Available Colours Fabric Specifications

Exterior Heavy Duty Shading Fabric

suntex 90 Design

SunTex 90 Design combines a rich, design-oriented look with the same weave and performance 
characteristics of traditional SunTex 90 fabric. Providing both sun protection and daytime privacy, 
SunTex 90 Design offers stylish options to meet exterior sun control needs at a practical price 
point. This heavy-duty fabric is ideally suited for exterior roller shades.

CANADIAN MANUFACTURER OF MECHOSHADE ®

CANADIAN MANUFACTURER OF MECHOSHADE ®

Fire Rated 

•	 ASTME2180, ASTM 22 AATCC30 Part 3, ASTM G21, ASTM D3273, GREENGUARD Mold & 
Bacteria Standard ASTM 6329

•	 If you require additional fabric send E-mail to: samples@frasershading.com

•	 Actual fabric colours may vary from pictures, Fabric stock levels may vary.

•	 Openness factors are approximate. Mockups are recommended.Specification subject 

      to change without notice.  ©Fraser Shading Systems 2017
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Suntex 90 Design - 10%
Fenestration Properties

Colour TS RS AS TV 1/8" C/L 1/4" C/L 1/4" H/A 1/2CL 1CL 1H/A

Coconut 18 44 38 23 0.23 0.23 0.21 0.20 0.19 0.17

Coral 16 37 47 22 0.22 0.22 0.20 0.19 0.18 0.16

Rattan 14 22 64 21 0.22 0.22 0.20 0.18 0.18 0.16

Toast 13 19 68 21 0.21 0.21 0.20 0.18 0.17 0.15

Toffee 12 11 77 20 0.21 0.21 0.20 0.17 0.17 0.15

Walnut 13 11 76 20 0.22 0.22 0.21 0.18 0.18 0.16

Wheat 14 27 59 21 0.21 0.21 0.20 0.18 0.17 0.15

KEY: TS = Solar Transmittance, RS = Solar Reflectance, AS = Solar Absorption, TV = Visible Transmittance 

Specifications:

Composition: 31% Polyester, 69% Vinyl on Polyester

Openness factor: Approximately 10%

Weight: 17.2 (oz/yd2)

Thickness: .039 (in)

Fraser Shading Systems Inc ph: 604-881-4881

www.frasershading.com fx: 604-881-4882

The solar optical properties are used to calculate the shading coefficient. The shading coefficient represents the percentage of solar heat gain that is 

transmitted to the interior through the glass and the shading system.

Darker colours provide maximum glare reduction and visibility. For complete technical information, current test results, performance specifications and 

larger samples, contact FSS

Shading Coefficient

Single Insulating
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