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The rounded design makes it suitable for even the most
elegant environments

Highly attractive on all types of frame
Clic-Clak® and anti-wind side rails supplied as standard

Can also be installed by fixing to frame without drilling the wall

Easy to remove to facilitate maintenance or at the end of
the summer season
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Allows the screen to retract gradually,
preventing dangerous impact if you lose grip of
the handle bar!
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Revolux by Bettio® allows handle bar to be installed on either side or (
on the one most convenient for opening.

Clamp brackets allow the screen to be installed without any screwing
or drilling by simply attaching the screen frame to the window frame
or shutter rails.
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The only certified system for opening flyscreens easily and safely by
simply touching handle bar lightly.
This revolutionary accessory allows the screen to be removed easily
and quickly.
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Revolux by Bettio® can also be installed as a conventional screen
(recess installation).
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These enable the screen to be installed on the surface.

This creates a closed, compact structure, that is easy to handle and
can be hermetically sealed if installed on the surface.

Accessories shown in black for illustrative purposes only

SUGGESTED INSTALLATION:
Door and window
Roof window

Clic-clak® System

Anti-wind guide



Horizontal section

Anti-wind Guide
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STANDARD ON DOOR OR WINDOW ON ROLLER SHUTTER

SURFACE INSTALLATION QUICK RELEASE

FRAME SIDE RAIL
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Accessories shown in black for illustrative purposes only

DOOR AND WINDOW
Minimum: 855b x Z00h mm (With brake: minimum base of 684 mm)

Maximum: 2000b x 2480h mm (With 40mm box)
2500b x 2460h mm (With 46mm box)
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